Proper parquet maintenance with solvent-free parquet oil

Floors and residents can breathe more easily

If you want to enjoy your parquet floor for a very long time,
treat the wood with parquet oil every one or two years - de-
pending on the wear and tear. Compared to a sealing coat,
the wood is still able to breathe. If the parquet oil bears an
eco-label like EMICODES, it is particularly low-emission and
therefore healthy for living.

Our society is becoming increasingly aware of environmental
concerns. The share of organic and Fair Trade products is cons-
tantly growing. Wood flooring like parquet stands for ,pure na-
ture” since there can be no doubt that wood is a sustainable, en-
vironmentally neutral raw material. In order for parquet to retain
its beautiful look and feel for many years to come, it should be
re-oiled from time to time. This helps to preserve its beauty and
protects against dirt. And if you choose solvent-free parquet oils,
you can be sure to contribute to a healthy indoor climate.

Whether an expensive sports car or an elegant parquet floor - it's
only when you invest proper care that you will be able to benefit
from the qualities for years and even decades. When treating a
wooden floor with the right care and attention, it can easily sur-
vive several generations. If you want to enjoy the natural warmth
and fine patina of your parquet floor for as long as possible, you
are well advised to maintain the floorboards at regular intervals
- preferably with the care product that goes with the oil. Depen-
ding on the level of wear and tear, experts recommend that the
wood be treated every 4 weeks.

Compared to sealing the parquet, oil treatment has the advan-
tage that the wood can breathe - as intended by nature. If the
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parquet is oiled, the floor can also be partially sanded and re-oi-
led when only individual areas are affected by wear and tear. The
purpose of sanding is to open the wood pores and enable them
to absorb the oil. Before applying the oil, however, the parquet
must be carefully freed from dust. Any existing joints between the
boards must be repaired and sealed.

Afterwards, the parquet oil is applied several times like a lotion
until the wood is saturated and can no longer absorb any oil. Ab-
out 30 minutes after the last application, an absorbent cloth is
used to massage the oil into the wood and to soak up any ex-
cess oil. Make sure to put the cloths afterwards into a water-filled
bucket to reduce the risk of self-ignition. After just 24 hours, the
parquet floor can be walked on but without shoes. Another day
should pass before all furniture is put back in its original position.
After about two weeks, the wooden floor is completely dry and
can be wiped again with a damp cloth.

By treating the floor with parquet oil, it is possible for the floor to
exchange moisture with the room. The surface is breathable and
not sealed by a barrier layer. Even coarse dirt can be quickly re-
moved. And the revived beauty is preserved for a long time. When
choosing an environmentally friendly and solvent-free parquet
oil - recognizable by the EMICODE® seal, you can be sure that it
meets the highest health and environment standards. Only pro-
ducts that have particularly low emissions and are harmless to
human health are awarded the EMICIDE® EC1 or EC1 Plus seal.
This not only allows the wood fibers but also the residents to bre-
athe more easily.

More information about the EMICODE®
can be found at: www.emicode.com
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Only products complying with the most stringent emission limits are awarded the EMICODE®
label. Manufacturers must undertake to produce these products according to high quality
standards and subject to strict monitoring to fulfil the EMICODE® requirements at all times. To
ensure maximum reliability of the emission values claimed by the manufacturers, the products
are reqularly submitted to random spot checks by independent, internationally recognized
testing institutes. The EMICODE® label is currently used in up to 20 languages. The GEV (Gemein-
schaft emissionskontrollierte Verlegewerkstoffe, Klebstoffe und Bauprodukte e.V.) in Diisseldorf
has been responsible for EMICODE®since 1997. Contact: info@emicode.com

© GEV 2020 | Reproduction permitted | Changes only with permission of GEV | Publication of extracts is permitted with reference to the author



